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High Performance
Functional Products

Putties and Liquid Compounds



Value Added Solutions T

Magris Talc products are high-purity, functional additives ideal for putties and liquid compounds.
Talc improves dimensional stability and reinforces putties and liquid compounds, giving added protection, against cracking and shrinking.
Talc is the industry standard for sanding properties and polishing properties.

Talc is oleophilic which gives it the ability to associate with liquid resins such as alkyds, epoxies, polyesters, acrylics, amines, and polyols. In doing
so, they create weak bonds with these resins that result in increased low-shear viscosity. When shear is applied the bonds break quickly, resulting
in shear-thinning rheology that is ideal for many applications.

Applications Talc Physical Properties

+  Putties, Pastes and Mastics «  Softest Mineral on Earth

+  Joint Compounds »  Highly Lamellar and Platy

+  Patching Compounds *  Hydrophobic

+  Grouts, Mortars, and Plasters «  Oleophilic (natural affinity with oils)

+  Cementitious Compounds e Inert

+  Self-leveling Compounds
Key Products

Mechanical Performance Vertal® TC-100 | Vertal®92 | Vertal 97

+  Crack Resistance «  Vermont’s Flagship Products

+  Shrink Resistance «  Highly Lamellar Talc

* Sanding Properties « 200 Mesh Macrocrystalline Talc

. Cohesive Strength . .
Silverline® 202

»  Compressive Strength ) ) ) ) )
. Engineered Montana Talc for High Loading and/or Low Viscosity

Rheology Performance Silverline® 303

. Finer top-size Montana for Smooth Finishes and Application
*  Sag Resistance Properties

. Cost-Effective Thixotrope

. Slump Resistance
*  Anti-Setting Properties

. Ease of Dispersion

Magris Talc

www.magristalc.com

For more information, contact our team at sales@magristalc.com
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The recommendations in this bulletin are based upon information believed to be reliable. As the use of our products is beyond the control of the manufacturer, no guarantee, expressed or implied is made as
to the effects of such or the results to be obtained if not used in accordance with directions of established safe practice. Nor is there any warranty of fitness for a particular purpose which extends beyond the
described uses in this bulletin. Furthermore, nothing herein shall be construed as permission or recommendation to practice a patented invention without authorization of the patentee.




